GS Batteries

Almighty dependable power

aGS




cover over 99% of the UK vehicle parc. The
range also includes the impressive Hercules
and Neptune batteries for commercial vehicle
and leisure use.




GS TITAN(Acm

HIGH PERFORMANCE CAR BATTERY

A

Superior in'every way, the new Titan AGM has revolutionised
automotive battery technology and delivers reliable
performance in the latest Stop-Start vehicles.

The Titan AGM range from GS meets the latest German OEM standards, and is
designed to work with ‘stop-start’ micro hybrid vehicles (cars where stop-start,
alternator and brake regeneration management require the battery’s operating
state of charge to be reduced). This reduces CO2 emissions and maximises fuel
savings especially in high urban traffic conditions.

With such high demands placed on this type of battery in a stop-start
environment, it is reassuring for the motorist that the Titan AGM can deliver
dependable power over a longer service life — up to amonumental 360,000
engine starts —that's 9 times more than a standard automotive battery.

Features and Benefits

Stop-Start Leakproof
@ Calcium Calcium

Deep Cycle

Sealed Maintenance Free

GS TITAN

HIGH PERFORMANCE CAR BATTERY

The versatile Titan range of batteries from GS delivers
almighty power for over 97% of cars and light vans
in the UK.

The range exceeds the high quality and performance demands specified by the
world’s leading vehicle manufacturers but the real benefit to the motorist is the
greatly increased service life compared to conventional batteries. With typically
40,000 engine starts and superior starting power, it is highly likely that the Titan
will outperform the original battery fitted to the vehicle.

With such power and performance packed within its sealed casing, it comes as
no surprise that the Titan is very often forgotten once fitted. Due to a combination
of supreme reliability and 100% maintenance free operation, the Titan's water
consumption is minimal resulting in no servicing throughout its life.

Features and Benefits

@ Calcium Calcium
Anti Spill
® Sealed Maintenance Free

@ Safety Venting
@ Heavy Duty

State of Charge Indicator



GS HERCULES

HEAVY DUTY CV BATTERY

GS NEPTUNE

LEISURE AND MARINE BATTERY

With an increasing demand for greater power and cyclic ability
from commercial vehicles running high levels of electrical
equipment, the new GS Hercules range has the brute strength
and endurance to cope with most situations and environments.

GS Hercules batteries have been designed to provide superior starting
performance whilst maximising the deep cycle capability through innovative
plate formulations and design. This is essential to cope with the large daily

power requirements of modern day sleeper cabs fitted with televisions, satellites,

microwaves, nightlights and fridges, and still have the starting power in extreme
weather conditions the following morning.

All Hercules batteries are maintenance free, but also maintenance possible.
When operated in abnormal conditions like prolonged hot weather, they are
designed to be topped up when water loss occurs. And, when operated in
extreme environments the Hercules performance and reliability isn't

compromised because of its heavy duty construction and resistance to vibration.

Features and Benefits

® Maintenance Free

GS Neptune are a range of powerful deep cycle marine

and leisure batteries that meet the highest standards

In the industry.

Leisure Types L70, L80, L100, L110

The Neptune leisure batteries, suited to applications like caravans and motor homes are
extremely powerful in recovering from deep cycles. With the high demands put on
|eisure batteries involving applications that power TVs, DVDs, microwaves and fridges,
the GS Neptune can deliver aservice lifetime of dependable power and performance.
Marine Types M80, M90, M100

The Neptune marine batteries have a superior cyclic strength to standard marine
batteries, with improved life cycles, and resistant to the effects of fast charging. In
addition Neptune marine batteries also provide power for engine starting. The
robust heavy duty casing can resist vibration even in extreme environments, and
is sealed to cope with rough seas. Neptune marine batteries come with dual
terminals for convenient connection of equipment.

Features and Benefits

@ Deep Cycle @ Safety Venting

Long Storage Life

State of Charge Indicator

Anti Spill
Vibration Resistant
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027AGM 560901068 60 680 100 4 242 175 190 180 O T B3 Yes  Yes

096AGM 570901076 70 760 120 4 278 175 190 200 O T B3 Yes  Yes

115AGM 580901080 80 800 140 5 317 175 190 270 0 T B3 Yes  Yes

019AGM 595901085 92 850 160 5 353 175 190 275 O T B3 Yes  Yes

nan

005 65D23L 60 450 90 4 230 175 225 160 O T N Yes Yes  Yes
009 34B17L 30 260 45 2 167 127 227 88 0 T3 N Yes  Yes  Yes
012 54459 45 360 60 3 207 175 190 126 O T B3 Yes Yes  Yes
014 65D23R 60 450 90 4 230 175 225 160 1 T N Yes Yes  Yes
017 58827 88 730 150 6 354 175 190 230 O T B3 Yes Yes  Yes
019 60038 95 800 165 6 354 175 190 244 0 T B3 Yes Yes  Yes
020 61042 110 850 208 6 392 175 190 261 O T B3 Yes Yes  Yes
024 58515 90 740 165 6 352 175 175 217 0 T B3 Yes Yes  Yes
027 56219 60 540 105 4 243 175 190 161 O T B3 Yes Yes  Yes
030 75D26L 70 570 135 4 258 173 225 186 O T N Yes Yes  Yes
031 75D26R 70 570 135 4 258 173 225 186 1 T N Yes Yes  Yes
053 46B24L 45 380 70 3 238 129 227 127 O T N Yes Yes
054 32B19L 33 260 40 2 187 127 220 91 0 T1I/T3 N Yes Yes
055 32B19R 33 260 40 2 187 127 220 91 1 TI/T3 N Yes Yes
056 40B19Lhd 40 330 45 3 187 127 225 108 O T1/T3 Bl Yes Yes
057 46B24R 45 380 70 3 238 129 227 127 A T N Yes Yes
063-40 54046 40 350 60 3 207 175 175 116 O T B3/B4 Yes Yes  Yes
063-46 54409 46 425 75 3 207 175 175 121 0 T B3/B4 Yes Yes  Yes
065-56 55519 56 500 90 4 243 175 175 143 0 T B3/B4 Yes Yes  Yes
069 57024 70 570 135 4 270 175 225 195 1 T B5 Yes Yes  Yes
075 56077 60 550 100 4 243 175 175 1565 0 T B3/B4 Yes Yes Yes
077 54464 45 380 68 3 207 175 190 126 1 T B3 Yes Yes  Yes
078 55565 99 495 90 4 243 175 190 161 1 T B3 Yes Yes  Yes
085 54317 45 380 68 3 207 175 175 116 O T4F B3 Yes Yes  Yes
086 57233 75 650 130 4 278 175 190 188 1 T B3 Yes Yes  Yes
095 57114 68 650 130 4 278 175 175 179 0 T4F B3 Yes Yes  Yes
096 57412 75 650 130 4 278 175 190 188 O T B3 Yes Yes  Yes
097 56091 99 510 90 4 243 175 175 143 0 T4F B3 Yes  Yes  Yes
100-70 57113 70 650 130 4 278 175 175 179 0 T B3/B4 Yes Yes  Yes
102 53235 38 330 48 2 160 175 190 10.0 1 T B3 Yes Yes
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State of Charge Indicator

110 58043 75 680 135 4 317 175 175 200 0 T B3 Yes  Yes  Yes
111 55716 50 530 110 4 236 182 178 1565 0 T B1 Yes  Yes  Yes
113 56011 50 530 110 4 236 182 178 165 1 T B1 Yes  Yes  Yes
156 46B24L 45 380 70 3 238 129 227 127 O T3 N Yes Yes
157 46B24R 45 380 70 3 238 129 227 127 A T3 N Yes Yes
202 53234 38 330 48 2 175 175 190 100 O T B3 Yes Yes
334 58522 95 700 160 4 303 174 222 235 1 T B1 Yes  Yes  Yes
335 58521 95 700 160 4 303 174 222 235 0 T B1 Yes Yes  Yes

L70 677 70 450 105 4 260 174 225 185 1 T B5 Yes Yes  Yes
L80 678 80 540 135 4 260 174 225 190 1 T B5 Yes Yes  Yes
L100 680 100 700 160 5 346 173 232 260 1 T N Yes Yes  Yes
L110 681 110 750 190 6 345 172 232 292 1 T N Yes Yes  Yes
M80 Group 24 80 450 135 4 260 174 225 198 1 ™  B5 Yes Yes  Yes
M90 Group 27 90 720 150 5 304 173 225 220 1 ™ B Yes Yes  Yes
M100 Group 31 100 600 165 5 330 173 240 268 1 ™ N Yes Yes  Yes

615 61023 110 800 200 8 514 175 210 382 3 T B3 Yes  Yes
622 63014 135 880 250 7 510 216 209 38.0 3 T N Yes

623 64318 145 900 250 8 513 223 223 430 4 T N Yes

624 70029 200 1050 400 11 513 273 242 56.0 4 T N Yes

625 70027 200 1050 400 11 513 272 242 56.0 3 T N Yes

627 62045 120 675 230 8 513 189 223 350 3 T N Yes
629-155 65513 155 815 300 8 513 223 223 440 3 T N Yes
629-180 68032 180 1050 350 10 513 223 223 46.0 3 T N Yes

632 72512 220 1150 450 12 513 272 242 580 3 T N Yes

640 GR31A 120 1000 185 5 329 171 240 26.0 9 T N Yes Yes
643 59615 96 620 165 5 345 172 232 258 O T N Yes

644 59616 96 620 165 5 345 172 232 258 1 T N Yes

655 62512 1256 720 240 7 345 172 283 335 O T N Yes

656 62514 1256 720 240 7 345 172 283 335 1 T N Yes

663 60528 105 735 185 6 345 172 232 268 O T N Yes

664 60527 105 735 185 6 345 172 232 268 1 T N Yes
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004 50D20R 50 400 75 3 205 175 225 142 A T N Yes

008 50D20L 50 400 75 3 205 175 225 142 0 L N Yes

038 53880 35 265 50 2 239 133 206 111 A T B12

048 54577 45 350 60 3 220 135 225 129 O T B1

049 54579 45 350 60 3 220 135 225 129 f T B1

063-36 53636 36 300 55 2 207 175 175 108 O T B3/B4 Yes  Yes
065-50 55049 50 380 75 3 243 175 175 136 O T B3/B4 Yes  Yes

072 57040 70 570 135 4 265 175 205 195 1 T N Yes
100-64 56311 64 510 100 4 278 175 175 165 0 T B3/B4 Yes  Yes

895 53030 26 200 34 2 187 127 181 70 O T4 N

896 53034 26 200 34 2 187 127 181 70 1 T4 N

44B19L(S) Jazz 40 340 45 2 187 127 225 106 O T N Yes Yes
HJ-A24L MX5 40 310 45 2 238 129 187 105 O T N Yes Yes
HJ-S34B20R Prius 35 272 40 2 197 129 227 105 T3 N Yes Yes
HJ-S34B20L Prius 35 272 40 2 197 129 227 105 O T3 N Yes Yes
HJ-S46B24R Prius 46 310 60 3 238 129 227 1156 A T3 N Yes Yes

TRADITIONAL
RANGE

PREMIUM CAR BATTERY

* Maintenance Free

® Hybrid Technology

e Suitable for Older Vehicles
e Safety Venting

Although battery technology has advanced at a great pace in recent years, there
remain a significant number of older vehicles on UK roads that still rely on a
traditional battery power source. The new GS Traditional range of maintenance free
batteries are ideally suited for these type of 1980’s and 1990°s vehicles.

SPECIALIST
JAPANESE o
RANGE | A ™ —e

b —

Applications:
* Honda Jazz
® Mazda MX5 (AGM Starter Battery)

© Toyota Prius (AGM Auxiliary Battery)

The GS Specialist Japanese range is a range of five batteries that GS supplies

as original equipment to vehicle manufacturers in Japan. These batteries are
now available in the aftermarket exclusively from GS.



For further details on GS automotive batteries and batteries
for commercial vehicles, marine and leisure applications please
visit www. gs-battery.com

Distributor:

GS Batteries
Tel:  +44(0) 870 850 0022
Email: enquiries@gs-battery.com

gs-battery.com




